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 Datasheet 

 

 LDM-637-700-C 
 Red Laser Module 
 

 

 

 Features 

 Multi Transverse Mode 

 Corrected Beam Profile 

 Small Size 

 

 

 

 

Absolute Maximum Ratings 

 

Item Symbol Absolut max. Ratings Unit 

Optical output power(1) (-10 to +30 °C) Po (1) 700 mW 

Optical output power(2) (+30 to +40 °C) Po (2) 550 mW 

LD Reverse Voltage VR(LD) 2 V 

Operating Temperature Topr -10 ~ +40 °C 

Storage Temperature Tstg -40 ~ +85 °C 
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Optical  Characterist ics (Tc=25°C) 

 

Item Condition Symbol Min Typ Max Unit 

Threshold current - Ith - 200 250 mA 

Operating current Po=700mW Iop - 900 1100        mA 

Operating voltage Po=700mW Vop - 2.3 2.8 V 

Beam divergence 

Parallel to the junction (Raw Beam) 

Po=700mW, 

FWHM 

θ// - 8 20 ° 

Beam divergence 

Perpendicular to the junction (Raw 

Beam) 

Po=700mW, 

FWHM 

 

θ┴ 

20 35 50 ° 

Lasing Wavelength Po=700mW λp 635 638 643 nm 

Beam Size (4σ) Po=700mW - - 4x5 - mm 

Module Beam Divergence (full angle) - θ - 1.7 2 mrad 

 

 

Connector 

Red = Plus 

Black = Minus 

 

 

New Laser Generation 

All technical parameters are subject to change without notice. 

                                             


